
MATERIAL SAFETY 
DATA SHEET 

3M 
3M CENTER 
ST. PAUL, MINNESOTA 
55144-1000 
612/733-1110 Duns No.: 00-617-3082 

DIVISION: INDUSTRIAL ABRASIVES 
TRADE NAME: PRODUCTS W/SILICON CARBIDE MINERAL . 
3M I.D. NUMBER: 
ISSUED: APRIL 22, 1986 
SUPERSEDES: INITIAL ISSUE 
DOCUMENT: 10-6755-2 

========================================================================= 
1 • I NGRED I ENTS C.A.S. NO. PERCENT EXPOSURE 

LIMITS 
========================================================================= 
MINERAL-SILICON CARBIDE 
BACKING-CLOTH OR PAPER OR FILM 
CURED ADHESIVE-ORGANIC GLUE OR 
RESIN OR COMBINATION 

SOURCE OF EXPOSURE LIMIT DATA 
1. ACGIH THRESHOLD LIMIT VALUES 

409-21-2 

2. FEDERAL OSHA PERMISSIBLE EXPOSURE LIMIT 
3. 3M EXPOSURE GUIDELINES 

20.0- 50.0 
15.0- 60.0 
10.0- 40.0 

4. CHEMICAL MANUFACTURER RECOMMENDED GUIDELINES 
5. NONE ESTABLISHED 

ABBREVIATIONS 
N/D NOT DETERMINED 
N/A - NOT APPLICABLE 

10 MG/M3 
N.D. 
N.D. 

1 
5 
5 

========================================================================= 
2. PHYSICAL DATA 

========================================================================= 
BOILING POINT: 
VAPOR PRESSURE: 
VAPOR DENSITY (AIR=1): 
EVAPORATION RATE 

( =1): 
APPEARANCE AND ODOR: 

N.A. 
N.A. 
N.A. 

SOLUBILITY IN WATER: 
SP. GRAVITY (WATER=1): 
PERCENT VOLATILE: 

N.A. VISCOSITY: 
SOL I D A BRAS I ' . ..JE PRODUCT, NO 
ODOR. 

N.A. 
N.A. 
N.A. 

N.A. 
pH: N.A. 

========================================================================= 
3. FIRE AND EXPLOSION HAZARD DATA 

========================================================================= 
FLASH POINT(): N.A. 
FLAMMABLE LIMITS - LEL: N.A. 

EXTINGUISHING MEDIA: 
WATER, CO, FOAM 

SPECIAL FIRE FIGHTING PROCEDURES: 
NONE 

UEL: N .A. 

UNUSUAL FIRE AND EXPLOSION HAZARDS: 
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========================================================================= 
4. REACTIVITY DATA 

========================================================================= 
STABILITY: STABLE 

INCOMPATIBILITY MATERIALS TO AVOID: 
N.D. 

HAZARDOUS POLYMERIZATION: MAY NOT OCCUR 

HAZARDOUS DECOMPOSITION PRODUCTS: 
THERMAL DEGREDATION WILL PRODUCE CO, C02, AND SMOKE PARTICULATES. 

========================================================================= 
5. ENVIRONMENTAL INFORMATION 

========================================================================= 
SPILL RESPONSE: 

N.A. 
RECOMMENDED DISPOSAL: 

COLLECT THE MATERIAL AND DISPOSE IN A LOCAL SANITARY LANDFILL. 
ENVIRONMENTAL DATA: 

N.A. 

========================================================================= 
6. SUGGESTED FIRST AID 

========================================================================= 
EYE CONTACT: 

FLUSH EYES WITH PLENTY OF WATER AND CALL A PHYSICIAN IF IRRITATION 
PERSISTS. 

SKIN CONTACT: 
N.A. 

INHALATION: 
PROVIDE FRESH AIR-TREAT FOR SUBSTRATE MATERIAL BEING ABRADED. 

IF SWALLOWED: 
N.A. 

========================================================================= 
7. PRECAUTIONARY INFORMATION 

========================================================================= 
PRE\.)ENT EYE AND SKIN CONTACT WITH DUST CREATED FROM GRINDING 
SUBSTRATE. 
AVOID BREATHING DUST FROM MATERIAL BEING GROUND. WEAR EYE PROTECTION 
AND A 
PARTICULATE FACE MASK WHERE DUST IS GENERATED. 

BOE-CS-02297 42 



MSDS: PRODUCTS W/SILICON CARBIDE MINERAL 
APRIL 22, 1986 

Page 3 

========================================================================= 
8. HEALTH HAZARD DATA 

========================================================================= 
EYE CONTACT: DUST FROM ABRADED SURFACE MAY CAUSE MECHANICAL 
IRRITATION. 
SKIN CONTACT: NO ADVERSE HEALTH EFFECTS EXPECTED. 
INHALATION: OVEREXPOSURE TO DUST FROM ABRADED SURFACE MAY CAUSE 
RESPIRATORY 
SYSTEM IRRITATION. HAZARD DEGREE BASED ON MATERIAL BEING ABRADED. 
INGESTION: NO ADVERSE HEALTH EFFECTS EXPECTED. 

========================================================================= 
The information on this Data Sheet represents our current data and best 
opinion as to the proper use in handling of this product under normal 
conditions. Any use of the product which is not in conformance with this 
Data Sheet or which involves using the product in combination with any 
other product or any other process is the responsibility of the user. 
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SIC TRI 

415N STIKIT TRI FIC PA OP A WT. 
415N TRI FIC PA OP A WT. 
414N TRI FIC PA OP A WT. 
405N TRI FIC PA OP T-F A WT. 
435N TRI FIC PA OP C WT. 
430N TRI PA OP C WT. 
440N TRI PA OP 0 WT. 
441N TRI PA 0 WT. 
451N TRI PA E WT. 
451U TRI RESINITE PA E WT. 
441K TRI CLO X WT. 
411T TRI RESINITE CLO J WT. 
471L TRI RESIN BONO FILM T-5 5 MIL POLY 
411E TRI RB CLO JE WT. 
401E TRI RB CLO T-VF JE WT. 
4410 TRI RB CLO X WT. 
4510 TRI RB CLO TCI X WT. 
4480 TRI RB CLO PSA X WT. 
4480 TRI RB CLO PSA Y WT. 
4400 TRI RB CLO OP X WT. 
451E TRI RB CLOT-TO XE WT. 
451F TRI RB CLO XF WT. 
461F TRI RB CLO YF WT. 
4610 TRI RB CLOY WT. 
4710 TRI RB CLO T-TL Y WT. 
471G TRI RB CLO T-TL YN WT. 
4730 TRI RB CLO T-WW Y WT. 
473G TRI RB CLO T-WW YN WT. 
4600 TRI RB CLO OP Y WT. 
4660 TRI R~ CLO S WT. 
4910 TRI RB CLO M WT. 
4640 TRI RB CLOT WT. 

TRI POLYCUT RB CLO YF WT. 
TRI COMBINATION OP 

481C TRI RB FIBRE 
480C TRI RB FIBRE OP 

WIO TRI CLO T-93 X WT. 
441W WIO TRI CLO X WT. 
431W WIO TRI CLO T-TT X WT. 
444W 3M POLISHING CLO SIC YF WT. 
413Q WID TRI PA T-W2 A WT. 
411Q WIO TRI PA T-W A WT. 
416Q W/0 TRI PA T-CF A WT. 

·WIO TRI PA T-734 (P-GRAOEO) A WT. 
431Q WIO TRI PA T-W C WT. 
431Q W/0 TRI PAC WT. 
438Q W/0 TRI PA PSA C WT. 
211Q WIO PROON PA A WT. 
451F TRI RB CLO ROLOC XF WT. 
461F TRI RB CLO ROLOC YF WT. 
481C TRI RB FIBRE ROLOC 

WIO TRI POLISHING PA 
IMPERIAL MICRO FINISHING FILM SIC 
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